
SPECIFICATION 
规格书

MODEL 
K-AC25-Q220-13



型号/Model:K-AC25-Q220-13

1.技术数据/Technical Data

2.接线图/Wiring Diagram

项目/Item

电机型式/Motor Type

电压/Voltage

频率/Frequency

输入功率/Input Power

电流/Current

负载转速/Speed

转速/Speed

旋转方向/Rotation Direction

风向/Wind Direction

电机保护方式/Motor Protection

绝缘等级/Insulation Level

温升/Temperature Rise

防护等级/Protection Grade

工作定额/Work Quota

安装方式/Mounting Type

环境温度/Ambient Temperature

轴承形式/Bearing Type

电源线/Power Line

耐压测试/Voltage Withstand Test

净重/Net Weight

规格/Specifications

Shaded pole motor/罩极电动机

220V

50Hz

75W

0.55A

Ø300/25°(Max.)

1300r/min

CCW.(Looking towardsthe shaft/从轴伸端视去逆时针方向)

Sucking or blowing/通过配不同扇叶实现吹吸风

Thermal protection/热保护

Class B/B级绝缘

95K Max.(with load)/负载运行温升不超过95K

IP42

S1连续工作制

Horizontal or vertical/垂直或水平安装

-25℃~+50℃

Sleeve bearings/含油轴承

1.8Kg

RV-902G 0.5mm²lead wire 500-550mm free length
电源线长500-550mm,型号：RV-902G 0.5mm²

1800V/1s Ieakage<=0.8mA
1800V历时1秒，泄漏电流<=0.8mA

T.P.
Blue/蓝色

Black/黑色

220V/50Hz M
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型号/Model:K-AC25-Q220-13

3.接线图/Wiring Diagram
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