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’(r U b “’? 82 /Model:K-AC34-Q220-13
1.3 A #B/Technical Data

IRB/Item H#&/Specifications
A/ Motor Type Shaded pole motor/ E1R B FIHL
B E/Voltage 220V
M /Frequency 50Hz
EINZ/Input Power 100W
EBif/Current 0.7A
FRE R/ Speed @300/28°(Max.)
3%5#/Speed 1300r/min
JE¥: 518 /Rotation Direction CCW.(Looking towardsthe shaft/ A ffi{iism 40 2 1 B 51 75 @)
XL[E/Wind Direction Sucking or blowing/i&:3 2 5 f3 H LI IR IR X
BRI/ Motor Protection Thermal protection/# &3P
#5454 /Insulation Level Class B/BZR4a %%
2 F/Temperature Rise 95K Max.(with load)/fAHiz{TRBAARBITI5K
By 4R /Protection Grade P42
T #EEH/Work Quota STELT/ESI
L% 75 /Mounting Type Horizontal or vertical/ EE Sk F 2%
REB E/Ambient Temperature -25°C~+50°C
AR /Bearing Type Sleeve bearings/& &
T4 ; RV-902G 0.5mm?lead wire 500-550mm free length
R %% /P L .
B84 /Power Line 8R4 500-550mm, &S : RV-902G 0.5mm?
NTE ; 1800V/1s leakage<=0.8mA
FE AT
fit =iz / Voltage Withstand Test 1800V 15D, R e 7<=0.8mA
¥E/Net Weight 2Kg

2.iE4E/Wiring Diagram
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3.#&4E/Wiring Diagram
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